ROCIEST

The TEXAM® Pressuremeter
Rugged. Reliable. Real-Time Results.

Discover Your In-Situ Advantages With TEXAM®:

Standardized testing method: the TEXAM®
pressuremeter complies with ASTM D4719-20 and
ISO 22476-5 standards.

Very robust construction: the design of the
Texam was made for rough environments and
applications. It is made with parts that won't let
you down while doing your tests in a remote
location.

System with real-time tactile response: the
“ship’s wheel” actuator that serves to increase
water volume inside the TEXAM® probe gives you
direct tactile feedback when applying pressure,
which helps in preventing the user from applying
too much pressure, thereby minimizing adverse
reactions. You have complete control of the rate
of deformation or pressure, and feedback that you
can feel!

Want a demo or quote?

Contact our sales team to see how the TEXAM® can transform your soil testing.

Back-up system: should, for any reason, the
Bluetooth interface fail, the manual mode of
testing enables you to keep doing your testing
plan without any downtime.

Quick to learn, simple to use: 1 day of training
and a few days working with the equipment are
enough to go to the field and start using it for real
tests. The learning curve won't be long, and soon
you will become an expert!

High precision pressuremeter: the TEXAM® can
detect very small deformations (1 micron) and
pressure variations (1 kPa). This enables it to be
used in a wide range of material hardnesses (from
soft soil to soft rock), using a variety of testing
methods involving, for example, several loading-
unloading cycles.
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More Ways TEXAM® Simplifies Your In-Situ Testing:

Safe to use: unlike some models of
pressuremeter, TEXAM® requires only water to
operate, so you won't need to source and use
Nitrogen bottled gas.

Real-time automated data acquisition: a tablet,
connected via Bluetooth interface, gives you in
real-time the data plots and the results as the
test is progressing, allowing you to know exactly
where you are during your test.

Mono-cell construction: a single cell
construction, minimizing the potential for
membrane failure, aligns with our straightforward,
problem-free design, further ensures that you'll
spend more time testing and less time doing
maintenance.

Want a demo or quote?

Contact our sales team to see how the TEXAM® can transform your soil testing.

Versatility: the TEXAM® can be used with various
sizes (N, B, A, E) and types of probes: prebored,
pushed-in, selfboring, or with slotted casing for
use in extremely granular soil.

Cost-effective to operate: only a few low-cost
consumables are required during testing, which
makes it easy to keep some in inventory without
breaking your budget on sleeping parts on
shelves.

Easy maintenance: while it is very robust, problems
could always occur while testing. TEXAM®'s simple
design allows the end-user to be able to fix most of
the problems that could occur in the field right on
site, he can even recalibrate the equipment himself.
So you won't need to send the unit back to the
manufacturer for every little problem that might
happen.
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